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Symbols and Letters used in this Manual

Importance mark : Arrangement of items to be considered for completing work

Additional information or tip to avoid in order to completing work

Mouse left button click

D Mouse left button double-click
ouble

Click

Mouse right butt on click

RButton
Click

& 707 o
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Part 1. Network Solution



Support Model

Type

Model Name

Detail

PGDVR

All Model

Support all BDx Series

Standalone DVR

SDx Series

Support all SDx Series

HDx Series

Support all HDx Series

Network Solution

IDP4000VD

IDP4000VR

IVP4000VR

1382000

INS2000

IGP1030

ISMC1063x

ISS2765x

IPM3063x

IDP4030VR

IVP4030VR

IBP5030CR

IGB1110xF

IDC4000T

IVC4000T

IGP1000F

IDB1110x

IVB1110x

IBE5810x

IBE3815x

1ISS2965x

1IS1765x

1S1965x

ISSM2063x

IDC4050x(X)

IGC2050x

IDXXXX

IGXXXX

WGXXXX




1. CMS

CMS can manage a number of DVR (maximum 500) as integraed through network.
CMS can indicate video of DVR systems connected to network in 64 video channel screen at maximum and utilize

various functions such as setup, PTZ control, preset setup, search (remote/local), E-Map, two-way audio

communication.

@—'« @ col ®coz ®Co3 ® Co4 ®cos ® Co6 @ co7 ® CoB
TEWWkEm;
c10 1

®c4l ®C4z ® Cd4 ®Cc45 ® C46
-
®c49 @ C50

® C58 ®C50 ® C60 @ C6l ® C64
-

indicates current date, time, day of system where CMS is installed.

is used for search, screen capture, setup, audio communication, E-Map

indicates list of servers registered on CMS

is used for program shut down, server connection and disconnection, management, volume
adjustment and PTZ control

is used for control of screen division

indicates logs detected in server and CMS

is used for single channel search, network recording and adding, editing and switching of preset.

g is minimize button.

1.1 Time check
03:49:49 PM It indicates time, date, day of system set CMS. Type of indicating date and time

can be changed by double-clicking here.




1.2 Search, screen capture, setup, voice communication, E -Map

el

&)

Search button

If you click button, local/remote search selection window will run and be selectable.

Screen capture button
If you click button, you can capture image by clicking of mouse of which shape is changed into a

portable camera.

Setup button
If you click button, setup window will run and be selectable. (With no server connected, local setup

window will run without selection window.)

Audio communication button
If you click button, audio communication window will run and try to communicate with the selected

server.

E-map run button

If you click button, E -Map window will run.

1.3 Server list indication

S

It indicates server name, | P address, camera and sensor registered in CMS).
It indicates the status of servers (connection and event) and devices

(cameras, sensors and alarms).

&larm



Icon reads as follows:

Disconnected server

Connected server

Server of which event is detected in connection
Disconnected IP Camera

Connected IP Camera

Camera without input

Camera with input

Camera with input in PTZ set

Camera on watch

Camera on watch and recording (recording status co-exists with other event status)
Camera whose motion is detected

Camera whose sensor is ativated

Camera whose trespass/stealth is detected
Camera whose object counting is detected
Sensor is not set

Sensor is set up

Sensor is activated with event

Relay is not set

Relay is set up

E D E@mDEE e e e B8 oo

Relay is activated with event



If you click right button of mouse, you can select the related menu as follows. (Please refer to 9.10 server list for

further details)
View connected Server

v View name
View address
View IP

Disconnection
all connection
all disconnection

End view camera

Start recording

Horizontal flip image
Vertical flip image

De-Interlace Mode

£
[
S
v
>
7
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Server Properties

View connected : show only connected server

Server
View name : indicated with registered name on the server list
View address  : indicates with registered address on the server list
View IP  : indicates with IP address on the server list
Connection  : try to connect to the selected server
Disconnection : disconnect from the selected server
All connection . try to connect to all servers on the list
All disconnection : disconnect from the all connected server on the list
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Start view camera

End view camera

Start recording

Stop reco rding

Alarm on

Alarm off

Horizontal Flip

Image

Vertical Flip Image

De-Interlace Mode

Server Properties

: display selected camera (possible to apply to one or all)

: stop viewing selected camera (possible to apply to one or all)

: start recording of selected camera (possible only in watching camera)

. stop recording selected camera.

: turn selected alarm on (one or all)

. turn selected alarm off (one or all)

: reverse the selected camera® image from side to side

: reverse the selected camera& image from top and bottom

: This option is only activated if network solution product & resolution is set to D1. This

will reduce camera® interlacing problems.

. shows registered information of the server

11



1.4 Program shutdown, volume, PTZ control, server connection &
disconnection

L, Program shut down button.
If you click button, authentication window to close CMS will run.
If you click any part o n CMS program including 'program shut down' with check on of button of

‘use log on/off' in system setup in CMS setup, authentication window will run.

Connect button.

- If you click button, it will try connection to the selected server in the server list.
7777 Disconnect button.
T you click button, it will try disconnection to the selected server in the server list.

Server list management button.

" Ifyou click button, server management window will run.

PTZ control button.
~._/ Ifyou click button, PTZ control window will run. (Refer to the DVR S/W manual)

o
iy
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j”‘ﬁ. Volume control button.
If you click button, you can select menu to control vo lume.

Volume can be adjusted by click of mouse.

7

1.5 Screen division, full screen and switching
You can enlarge a certain channel in full screen by double-click on that.

Remote surveillance on full screen

Remote surveillance on screen of four divisions
Ex)[1,2,3,4][5,6,7 8][9, 10, 11, 12] [13, 14, 15, 16] ...

Remote surveillance on screen of 6 divisions
Ex)[1,2,3,4,5,6] [7,8,9,10,11,12][11, 12, 13, 14, 15, 16] ...

Remote surveillance on screen of 8 divisions
Ex)[1,2,3,4,5,6,7 8][9, 10, 11, 12, 13, 14, 15, 16] ...

13



@ Remote surveillance on screen of 9 divisions
Ex)[1,2,3,4,56,78,9][8,9, 10, 11, 12, 13, 14, 15, 16] ...

i

Remote surveillance on screen of 10 divisions
Ex)[1,2,3,4,5,6,78,9,10][7, 8,9, 10, 11, 12, 13, 14, 15, 16] ...

Remote surveillance on sreen of 13 divisions
Ex)[1, 2, .., 12, 13][12, 13, ..., 23, 24]

B O

Remote surveillance on screen of 16 divisions
Ex)[1, 2, ..., 15, 16] [12, 13, ..., 26, 27]

Remote surveillance on screen of 25 divisions
Ex)[1, 2, ..., 24, 25] [12, 13, ..., 35, 36]

El

Remote surveillance on screen of 33 divisions
Ex)[1, 2, ..., 32, 33] [12, 13, ..., 42, 43]

Remote surveillance on screen of 36 divisions
Ex)[1, 2, ..., 35, 36] [12, 13, ..., 47, 48]

Remote surveillance on screen of 40 divisions
Ex)[1, 2, .., 39, 40] [12, 13, ..., 50, 51]

B &

Remote surveillance on screen of 49 divisions
Ex)[1, 2, ..., 48, 49] [12, 13, ..., 59, 60]

HE3| Remote surveillance on screen of 52 divisions
Ex)[1, 2, .., 51,52] [12, 13, ..., 62, 63]

Remote surveillance on screen of 64 divisions
Ex)[1, 2, ..., 63, 64] [12, 13, ..., 74, 75]

m It watches a channel in full screen.

It watches all screen division with consequent switching except screen of 64 divisions.

14



1.6 LCD window and log

It in text form indicates the status of server connected with.

According to setup of server and CMS, log exsts or not.

It indicates the storing, network, audio and HDD from the left

It indicates the current status of network.

5 View event the button

If you click button, event log viewer will run. ( Vide event log viewer manual)

1.7 Single channel search, network recording and preset

) Single channel search button
If you click button after selecting channel, a window to see single channel will

run. (Refer to single channel search in manual)

w31 Network recording button
£

(T
If you click button, it changes @ctivate statusdicon and stores the video in
the system where CMS is installed.

If you click 'go to preset' button after selecting preset, it is applied to the
current CMS. (Vide 9. 13)

15



4 8 P o

Go to preset button

If you click button, the current screen changes into preset screen.

Preset switching button

If you click button, it switches the preset consequently.

Edit preset button

If you click button, preset setup window will run.

Preset screen button

If you click button, preset addition window will run.

16



1.8 Authentication
You must be authorized in authentication window to use CMS.
You can run log on, log off, program shut down, program minimize, system off and system restart.
If program starts with check on in W' Using lag anfoff do g o nbuttonm ih ystem setup in setup, authentication
window will run if any part of CMS program including program shut down button is clicked.
e .
If M Usinglogonf/off 61 0g on/ of fd button is checked, ,,,-"T",lomlemgslrium:mt i

d o w buéion is clicked.

ﬁ:( Authority window

Command ||E><it pragram jﬁD
2
BCI 1D ||al:|min j_/_)

Pt X ot

You can select commands such as log on, log off, program shut down and program minimize if you

Password

select command in command list.

With Selecton ID list, you can select user ID.

If M See user list an log-on window 'show user list' is checked off in log-on window in system setup of

CMS setup, you can input the ID manually with this 1D button.

Input password for user ID
If you click button, virtual keyboard will run.

If you click button, it will run the com mand in command list.

If the ID selected through ID list were not-existing ID or with incorrect password, command will not run.

If you click button, command will not run and authentication window will close.

17



1.9 Screen capture

(@]

| S |

Will capture the still shot of current video and output ( save or print out).

If you click on screen output button, shape of mouse will change into this shape. If you click with this cursor over

the video that you want, capture mode screen will pop up.
Still Image

[ #01 ] 2007-03-06 10:36:54.062

[] watermark Print ” Save ” Close

ave on diskette
Save
Support JPG, BMP, PNG, TIF and GIF format(* Watermarking is only in BMP format)

If you click on this button, the following box will come out.

Savens 2|
Savajn:lﬁ’]MyDncumanls j & £F BB~
My Music
My Pictures
File name: |" JPG Save I

18



Saving is done by assigning path, file type and file name.

21x

Save n: D tp Documents

=~ = &k Er

[ Deskiop
m" 2” S I —
YF i My Computer

A 3% Floppy &)

“ee Local Disk [C)

“e# Local Disk [D:]

“e# Local Disk [E1)

s CD Drive [F:)

[ Shared Documents
) ) My Dacuments
File 0l &) by Netuork Places

Save

Saveastype: [JPEG FileJPG)

| Cancel

A

print out of captured screen

Print

i

19

21|

Save in: | () My Documents BN =1
=) My Music

My Pictures
File name: [ JPG Save |
Save as type: [JPEG Fie("JPG] =l Cancel |

v

[JFER File[*.JFG; 1

Printing is possible in case printer is connected to system.



1.10 S erver list

You can select menu by click of right button of mou se.

Wiew connected Server

v Yigw name
Wiew address
Wiew IP

COnnECian
Disconnection
&l connection

&l disconnection
SEart visw catnzra
End vz camera

Start recarding

Stop recording

Slairmn on

&lairmn oft

wn
=
w
=
=
=
=]
=
=
[+]
=
=
|
5
(=
a
[ 4]
[y )
[=
8
[
|
1]
=

Server system infarmation

# View connected DVR

If you click button, it indicates list of only connecting servers in server list.

4 View name If you click each button, the list can be in name, address and IP address.
View address The above is an example selected as name indication.
View IP
4 Connection If you click each button, it will connect and disconnect to server.
Disconnection According to the connecting status of server, it changes into:
Connection ->

Disconnection ->

Menu is enabled or disabled

4 All connection If you click each button, it will try to connect and disconnect to all servers

All disconnection registered in server list.

20



# Start view camera

End view Camera

4 Start recording

End recording

# Alarm on

Alarm off

If you click each button, you can watch or no t camera.
According to watching status, it changes into:

Start view camera  ->

End view Camera  ->

Menu is enabled or disabled.

If you click each button, you can record video or not.
According to recording status, it changes into :

Start recording  ->

End recording  ->

Menu is enabled or disabled.

If you click each button, you can activate alarm or dissolve.
According to alarm activating status, it changes into

Alarm on ->

Alarm off ->

Menu is enabled or disabled.

21



4 DVR system information
If you click button, server info window of the selected server will runs with indication of DVR information.

(The picture below shows the connected status, and may be different in disconnection status.)

Server information x|

—Connection information

address: 211.104.176.70
dser 1D admin
Connect 2007-03-09 15:15:41
Port Connection{TCF):9600 |
video (TCPY:9601
Search (TCP1:9602 ;|

—Device information

Wersion: o, 0,03
Board type! BOEZ4:24
Camera: &
Sensor g
Alarrm: =

1.10.1 S erver connection

1)ClicktwicenameofHénot connected serverd

Lhd

w1 &Y dvra

2) Completing connection changes icon(nlr;ﬁ).

22



1.10.2 S erver disconnection

1) Click the connected server

L net3
“dvrl

| dvr2

3) Connection is cancelled and icon shape changes(H).

1.10.3 Connect all servers

1) If menu is indic ated by click on right button of mouse on server list, click ‘connect all'.

View connected Server

View name
View address
View IP

ConreEction

Disconnizction
All connection

All disconnection

Start view) camera
Enidd vizw camera
Start recording

Ston recording

Elarmm on

Elartn off

-
17
>
7]
=
=
=
]
-
=
]
=
™
S
L
c
(]
o
©
c
o
[T}
1
)
>

Server systemm information

2) Icon of connected server is changed.

3) If you click ‘disconnect all' button in menu, it will disconnect all servers.

23



1.10.4 W atching video
1) If you double -click camera of connected server, you can watch video.
: Video is output in channel.

: Video is not being output in channel.

: Video is being recorded in the system where CMS is installed.

1.10.5 N ot watching video
1) If menu is indicated by click on right button of mouse on camera with video, click ‘stop watching camera’
button. (or double -click camera icon in tree control)

View connected Server

v View name
View address
View IP

ConrEction
Disconnection
All connection
All disconnection

Start wview camera
End view camera
Start recording
Stop recording
Slaren on

&lartn oft

| version3 Central Monitoring Systel ;{:

Server system information

2) Video of camera gets hidden and icon changes. (D)

* Watching video and its dissolution can be done through drag and drop.

24



1.11 S erver list use
If you click SN 4 button of server list, server list management window will run.
There are server name, IP address (of server), connecting method and server status information in server list

management window.

You can add server in the list or delete and bring server list from other system with CMS.

ﬁ Server list management window

::_.f} Server list

Server name Server Address Port Id Type ierver state
O sox_1 sdxl.ipdvrfree.,.. 5445 SD Series Mot co...
O sox_2 sdx2.ipdvifree.... S445 SDx Series Mot co...
O rPCOwvR_1 192.168.123.224 2600 admin PCDWR(INte... ®otco...
O sox_= 192.168,123.225 5445 SO Series Mot co...
O Hox_ 1 hd=1.ipdvrfres.... 10101 adrmin HOx Series Mot co...
O HDx_2 hdz2.ipdvrfree.... 10101 root HDx Series Mot co...
O MetCam_I... netcamigl.aut.. 554 root IR Mot co...
O MetCam_... netcamwgl.ipd... 554 ssdd W GRK KR Mot co...
O sox_ 4 sdud.ipdvrfree.,.. S445 SO Series Mot co...
O MetCam_I... 192.168.123.221 20 root IDP4000W T Mot co...

o

Servername  Server Address  Port Id Type  lemersti Al the server lists registered on CMS

D07 ZImTmID I T win clok oncheckbon youcan slcta serer o
OFrcOVR_1  192.168.123.224 8600 admin PCDVR(Inte.. Moteo..  dissolve.

[ 192,168.123.225 5445 S0 Series Mot ca...

O Hox1 hdxLipdvrfree,... 10101  admin HDw Series Mot

O Hox_2 hdx2.ipdvrfree,... 10101  root HOw Series  Moteo.,

O MetCam_I.. netcamigl.aut., 554 raot [Gxy Mot ca...

O Metcam_... netcamwglipd... 554 ssdd WGHaa Mot e,

O sow 4 sdudipdvrfree,.,, 5445 50w Series Mot o,

O MetCam_I.. 192,168.123.221 20 roat [DP4000VD Mot co..,

25
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If you click button, you can select all servers and dissolve.

If you click button after inputting all server information, serve ris added to server list.

It is activated by click on not -connected server or no click on server list

If you click not-connected server and edit and click again, edited information will be
saved.

If you click button after adding serv er information with no click on server list, a server
is added to the server list.

If you click button, a server in the server list will be deleted.

If you click button, server list is all deleted.

If you click button, you can call the server list previously saved in file format.

The server list previously saved in file format by 6save setup

be applied to the current server list in CMS.

If you click button, server list is saved in file format.

It is to back up the server list registered in the current CMS in file format.
If you click button, it will try to connect to the selected server. (Ready -connected

servers are excluded. if the above is done with check off of ready -connected server, it

will be disconnected)

26



1.11.1 S erver addition

1) Run server list management window by click on server list button.

Server Management

Server name |

Type [PCOVR

Praduce [s=============

Server address

User 1D

|
Access port |
|
|

User passward

add Close

Ifthetypeis A Net wor k , o damsedrch forcthe connected network devices.

Server Management

Server name | Mame | Model [ IP | Port [
Type [Metwork Solution |
Produce | ============== ﬂ

Server address |

Access port |

User 1D |

User password |

add | clese | HANHEEEEEEEER

Click ‘Add' button to complete Server addition process.
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1.11.2 Se rver information change

1) Click a server to change information in the server list, and click iModifyo

Server name Server Address Port
O so=_1 sdul.ipdurfree.... 5445
O sox_= sdu2.ipdurfree.... 5445
O pcowvr_1 192,168,122.224 8600
O =0z 192,168,122.225 54435
O HDx_1 hd«1.ipdvrfree.... 10101
O HDx_2 hd«2.ipdvrfree.... 10101
O wetCam_I... netcamigl.aut.. 554
O MWetCam_... netcamwgl.pd... 554
O so=_4 sdud.ipdurfree.... 5445

O MetCam_I.. 192.165.123.221 30

2) Input server information. .

Id

admin

admin
root
root
ssdd

root

Type
S0 Series
SDx Series
PCOWR(INGe...
S0 Series
HOw Serigs
HD= Series
TGRS
W (S
S0x Series
IDP40000D

Server name
Type

Produce

Server address
Access port
ser ID

User password

Server Management

|F‘CDVH_I

=
=
T

192,168, 123, 224

|8600

|au:|rr|in

|****

&pply

Close

3) If you click 'Apply button, the information of server changes.

1.11.3 S erver deletion

1) Click a server to delete in the server list.

Server name Server Address Port
O sD=_1 sdxl.ipdvrfree... 5445
O sDs_= sdu2.ipdvrfree.... 5445
O PcowR_1 192.168.123.224 8600
O so=_= 192.168.123.225 5S449S
O HD=_ 1 hd=1.ipdvrfree.... 10101
O HD=_ = hd=2.ipdvrfree.... 10101
O Metcam_I... netcamigl.aut... 554
O MetCam_... netcamwol.ipd... 554
O sDs_+ sdudipdvrfree.... 5445

O metCam_I... 192.162.123.221 =0

2) If you click ' Delete' button, the server is deleted.

Id

adrmin

admmin
root
root
ssdd

root

Type
Shx Series
SOk Series

PCOWVR(INEE, ..

SDx Series
HO= Series
HO= Series
JLEEE 3
WG
Shx Series
IDP4000D
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ierver state
Mot ca...
Mot ca...
Mot co...
Mot co...
Mot co...
Mot ca...
Mot ca...
Mot ca...
Mot co...
Mot co...

ierver state
Mot co...
Mot co...
Mot co...
Mot ca...
Mot co...
Mot co...
Mot co...
Mot co...
Mot co...
Mot co...



1.12 S ingle channel search

P

) . , . . .
If you click single channel search’ button, single channel search window will run.

It offers saving full motion, still shot cap ture, PTZ control, live screen and full screen

= 4848-16_11Ch. bx2] - I[x]

2007 -3 08I0)

If you click this button, single channel search is stopped.

If you click each button, the screen will be larger by two times and restore d.
The type of button ( ) will change according to the current ratio.

Button to save in AVI file.

If you click button, it will save in full motion video file.

Button to capture still shot.

®

If you click button, it will capture still image and a still image window will run.

|E Button to control PTZ.

If you click button, PTZ control window will run.

Button to switch live/playback mode.
If you click button , mode will change (from live to playback or from playback to live).

29



1.12.1 S ingle channel search

1) You click a channel to run single channel search.

w

4848-16-ch.04[02fps, 2kh]

[
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1.13 P reset

If you click 'add preset' button, you can save the current screen status. (If clicked, add preset window will run and
add preset.)
If you click 'edit preset' button, preset setup window will run and can edit/add/delete

If you click 'switching' button, presets are consequently switching and display videos.

[ﬁ\ Preset setup window
Preset list Preset infarmation
Preset name lm‘ Display time IS_‘
c: split Im O &l apply time
= Priority oz -
.
i pos SErver Camera
v 01  jasmin 07, Camera
] 02 jasmin 08. Carmera
v 03 jasmin 05, Camera
| 04  jasmin 04, Camera
. 05 jasmin 02, Camera
= 06  jasmin 03. Camera
= 07 jasmin 06. Camera
:: 08 jasmin 01. Camera
. 03
. 10
. 11
12
13
14
15
16
__save ]
[ Close

Preset name IPreset—D2
Split IlﬁSpI\t x

() S~ ox_]'X concel ]

You input the name of preset to add and number of screen division. Default is current screen division.)

If you click W 'OK' button, preset will be saved and preset window will run.
You can check and set the added preset in the preset setup window.

The first preset information after preset addition is same with screen division in current CMS.

If you click W ‘cancel’ button, preset addition is canceled.
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Preset list

,E,J Preset-00
B pr a1

B Procet
B Preset-02

It indicates preset setup information in the preset list.

You can set preset by click of mouse on preset name.

Freset name IF‘reset—DE Display time |5

Split 165plit | [ &l aooly time
Priarity IDE' vl

If you click preset name, preset is selected and its name, time, number of screen division and preset order are
indicated and editable.

If you check on "apply all time’, the same time is applied to all presets.

pos SErver Camera

The pos number is indicated as many as the number of preset division and preset setup is possible by

selecting a server registered in CMS and its camera.

Setup of preset is saved by button click.
Preset setup window closes without saving preset setup.

If you click button, add preset window will run same with [ % ‘add preset' button.

If you click button, backed up preset information is app lied to the current CMS.

You can delete existing preset information.

If you click button, preset information will be saved in file format.

It is used to back up the current preset information.

If you click button, selected preset will be deleted.

If you click button, virtual keyboard will run.
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1.13.1 A dd preset

1) Click preset button after the screen display is composed as requested.

2) Click 'OK' button after inputting preset name in add preset window.

% Preset addition window
Preset name IPrESEt—DE ‘
split J165plit =l

AT CEED

3) If preset setup window runs, the current screen composition is automatically registered.

pos SErvVer Zamera

0z = =]
03 L

o4
05
Q&
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1.13.2 P reset information change

1) If you click 'edit preset', preset setup window will run.

2

2) Click preset to edit in preset list in preset setup w indow.

=87 Preset-00

3) Change preset information in the preset setup window.

Preset information

Preset name IF‘rBSEt—DE Display time |5
Split IlﬁSplit vI O all apnly time
Priority IDE‘ vI

pos Server Camera
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1.13.3 D elete preset

1) If you click 'edit preset’, preset setup window will run.

2) Click preset to delete in preset list in preset setup window.

= Preset-00

o

Dpen

1.14 S etup

If you click the setup button (iﬁ), setup selection window will run.

g;! Selecting window for Setup

(D Local selectian

@& Remote selection

Server jasmin -

v ok X cancel |
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You can select CMS setup or server setup by click on

O Local selection 'setup selection' button (local or remote).
® Remote selection If you click 'remote selection' button, the currently
el connected server is selected.

You can start setup by click 'OK' or stop setup by

(v ok _JIX cancel cancel

1.14.1 L ocal setup

If you click m 0 s e tuitgnpsetup selection window will run.

CMS setup window will run if server is not connected at all.
If you click 'OK" after clicking on 'local selection', CMS setup window will run. Only system administrator can do
setup.

L?;! Local setup il

Setup items

System setup

=] System
Installation Ioffice i) System

- Default setup
7o Network ’ ] :
I Program start on window start ™ Using dual monitor q

[ Lock System key(Systern _Windows key) | Using hotkey =
User
™ Using log on/off I” Using sync time >

131

[V See user list on log-on window i i v
e o g Program size ’BaSIC(1024X768) ___J

I Popup connection window when start Display mode lDirectDraW Yuyz ZI
(i) Program

Recording device setup

Save path ||7 C:\CCFST - [69.39 GByte Free] L] [ Use network drive

0OSD Setting

IV Play time Left top b4 I | vI
v Server name Left bottom ~| ] vI
V' Metwork state Left bottom ~

IV Channel state

™ Import | ™ Export B Keyboard Save X Cancel

i

=1 System Can set setup related to system by clicking the button.

“= newwork | Can set setup related to network by clicking the button.

User Can set setup related to user by clicking the button.

:
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 Event If you click button, you can set setup related to event.
™ proagram | |f you click button, you can set setup related to program.

Load If you click button, setting information backed up is applied to current CMS as it is.
If you click button, you can save the current setting information as a file.

If you click M button, setup information in other CMS can be applied to the
current CMS.

i EEEE

& Keyboard | |f you click button, virtual keyboard comes out.

Save If you click button, you can save the current setting.

:

¥  Cancel If you click button, you can cancel the current setting and close setup window.

1) System setup

. E1  System , , . .
If you click 4| system setup' button, system setup window will run.

There is an indication of 'system setup' in top of screen.

System setup

Installation office M System

Default setup

|~ Program start on window start [ Using dual monitar

[7 Lock System key(Systern Windows key) [ Using hotkey

L

[~ Using log ondoff [ Using sync time
[+ See userlist on log-on windaow Frogram size |Basic(1024x?68) j
[ Popup connection window when start Display mode |DirE|:tDraW YUY2 j

Recording device setup

Save path ¥ CACCFST - [60,39 GByte Free) r| T Use netwark drive
QS0 Setting

v Play time Left top ~| |-

[+ Server name Left bottom ~| |-

v Metwork state Left bottormn =

W Channel state
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+ |nstall

Input the name of CMS installed site.

4 System
Window indicating information of the system where CMS is installed will run.
You can read system information again if you click button

By systeminfo

System

05 wWindows #<P Home
Service Pack : Service Pack 2 [Build 2600]

Direct: : Direct 8.1 or better installed
| g Window directany - G INDOWS
\-—) Cpu Fregency : 3.4 GHz HyperThread

Memary size : Tatal 1015 MB
Awailable 297 MB

Metwork

Static IP &ddress

= IP Address : 211.104.176.178
A Gateway : 211.104.176.254
1 Subnet Mask ; 255255 255.0

Preferred DNS Server: 168.126.63.1

Software

Crogtiewerexe - 1,0, 0,7 - 2007.04: 22153024

@a—- EMiewer.exe - 1,0, 0,1 - 2007:04:23152310

ot Search.exe-1.0,0,1 - 2007:04:23:15:29:34

— Systemlnfo.exe - 1,0, 0,1 - 2007:04:23:15:30:00
=k Uninstallexe -1, 0,0, 1 - 2007:.02:13:17:10:10

Crsexe-3,0,0,5-2007:04:23:16:19.36

Wigw.dll-1.0,0,1 - 2007:04:22:15:28:50
Audickdgrdl -1,0.0,1 - 2007:04: 2315 26:12

e ] (peeea ] o]

4 Help

Help window of CMS will run.

4 Program start when window start

If you check the box (), CMS will automatically start on system start.

4 Lock system key

If you check the box (%), system key such as Ctrl+Alt+Delete will be inactivated.
%4 Using log on/off

If you check the box (¥), authentication window will run to use CMS.

If you release the box ("), login will be done by system administrator account ‘admin’ on CMS start.
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4 See user listonlog -on window

If you check the box (¥), you can manually input user ID in the authentic ation window.

If you release the box ("), you can select user ID registered in CMS in the authentication window.
“# Popup connection window when start

If you check the box (¥), server management window will run on CMS start.

#4 Using dual monitor

If you check the box (I¥) in case of dual monitor in the system where CMS is installed, you can select monitor for

eachwindowbyclickingm—EﬂW|és etupd button.

Setup dual monitor x|
Monitor 1 Maonitar 2
Main screen Map

Search screen
Backup screen
Event screen

Default Ok Cancel

4 Using Hotkey

If you check the box (¥), you can use hot keys.

If you click ml 'hot key' button, you can see the details of hot keys.

4 Using sync time
If you check the box (¥), it will synchronize the time of DVR, server and CMS.

If you click % Setting

I x|

- Setup time sync mode

button, synchronization window will run.

 Client mode

Server address I

Metwork port I o
Sync cycle{hour) |35 1 -—J— 168
Sy nowv |

" Server mode

& Sync DVR time

Cancel
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Client Mode
If you select client mode, time of CMS will be synchronized with server.
You can select server address and connection port for time synchronization.
It regularly synchronizes time by selecting synchronization period.
Server Mode
If you select server mode, it will work as a server so that DVR or other CMS system can get synchronized at this
CMS time.
Sync DVR Time
If you select 'synchronized with DVR time', it will be synchronized with the time of last connecting server among

servers registered in CMS.

4 Program size

If you click button, you can select the screen size of CMS by selecting [Basic(1024x768) lsize of
program’ button.

Default is 1024x768 while user can define.

4 Display mode

You can select display method by clicking |21Teetraw YUT2 [ 'display method'.

You can select YUY2 or RGB32 for full motion video system. (YUY2 is recommendable as RGB32 may cause

system inferiority except for the case RGB32 is inevitable.)

4 Save path

Save path [ chcoFST -[113.02 GByte Free] x| [T Use Metwark drive

Select location of full motion vide o file.

It indicates the available HDD space and saving path of the system where CMS is installed.

4 Play time

W Play time [Left tap = —

If you check the box (%), it indicates time in display.

You can select color and location of playback time indication.

4 Server name

¥ Server name Left battam j _|'|

If you check the box (), it indicates server name and camera number/name in display.

You can select color and location of server name.
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4 Network state
¥ Metworl state Left bottom j

If you check the box (¥), it indicates video receiving status in display.

You can select location of network status indication.

4 Channel state
W Channel state

If you check the box (%), it indicates channel state in display.

You can select color of channel state.

4 Video information indication

If you click button and check, playback time, server name and network status will be indicated.

~ OSD Setting

¥ Play time ILeft top v] |:]§vl
V¥ sServer name |Left bottom '] _\vl

¥V Network state ILef‘t bottom vl

¥ Channel state

Click 'save' button.

Save M Cancel

Indicates information on video channel.

2007203209585 0211}
()

Indicates recording on icon (.) and recording off icon (').
Indicates playback time.

Indicates server name.

Indicates camera information.

Indicates network status.
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2) Network setup

) e Metwork | , )
If you click &I detwork setup' button, network setup window will run.

It indicates 'network setup' on top of screen.

Netwark setup
Server systemn setup
¥ &uto connecting over disconnection
¥ Save channel information on disconnection

¥ futa display of channel after connection

Session setup

Max, user g —J 128 12g Session
Max pause time 10 J— 60 ’? Zec
Retransmission time 5 J— 10 3 Sec
Control port{LIDP) Dﬁ?

Audio port{UDP) 9505 £ Default

4 Auto connection
If you check the box (), it will automatically re -try connection in case connection is terminated by other

than user termination.

# Save channel state information when disconnect

If you check the box (¥), it will save channel information of camera on termination.

4 Channel auto display after connection
If you check the box (¥), channel information of camera saved before server connection will be restored to
display.

For example, if channel no. 3 was on surveillance of camera no. 1, the same will be done.

# Max count of user

You can select quantity of simultaneous connecting servers.
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4 Max pause time
It select time interval for checking connecting status with server.

For example if it was 10 seconds, server connection will be checked at every 10 second.
4 Retransmission time

It select time interval for recheck in case of fai lure in check in server connection.

For example, in case the check at this 10 seconds is failed, recheck will be done by this time interval.

4 Control port (UDP)

You can select port for control packet of UDP.

4 Audio port (UDP)

You can select audio pat for audio communication.

& £ Default |

If you click button, it will initialize setup for session such as maximum connection number and audio port.

3) User setup

. A User | , , . .
If you click user setup' button, user setup window will run.

It indicates 'user setup' on top of screen.

| User setup
—User list —Function list

Eﬁ Superuser ¥ shut down program

: """ 3 a.l:lr.nin ¥ Minimize program

E ETI-;E_I;:’_‘B;N ¥ Connection

EI & User ¥ Disconnection

[ S quest ¥ sServer list

¥ E-Map authority
I Setup
¥ search
¥ Screen capture
I Two-way audio
¥ Freset function

WSz merms Isuper admin ¥ Ewvent search

User ID Iadmin ¥ Display time

User passward I****— W Live monitar

Confirm password I**** ¥ 1channel viewer

sz Euftiaiay lm ¥ network recording
¥ PTZ contral

& Del | ﬂ Save | a add |
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CH8 Superuser

¢ i.d admin
=88 Administrator
o b g Admin_1
=88 User
i B quest
User name |super adrin
User ID Iau:lmin
User password I****
E X

Confirm password I

User authority

a Del | ﬂ Sa'-.fel

I.ﬁ.dministratnr

i

% add |

—Function list

¥ Shut down program
¥ Minimize program
¥ Connection

¥ Disconnection

¥ server list

¥ E-Map autharity
= Setup

¥ search

¥ Screen capture
V¥ Two-way audio
I Preset function
¥ Ewent search

4 Add user

Input user information.

User name Imagu:zu:une

User ID Imagiczu:une

*ok sk
User password I

Confirmn password I****

User authority IP.dministratu:ur

[

You can view all the users registered in CMS.

Users are classified into system administrator, administrator
and user.

ID of system administrator is only 'admin’ while that of

administrator and user can be made arbitrarily.

You can select one in user list and view its user name, ID,

password and authority. You can delete a user by clicking

M 'delete’ after selecting one.

System administrator can not be deleted.

You can change user information by clicking ﬂﬂl 'save’
after selection one.

*
You can add a new user by clicking &_Addl ‘add' button
after inputting user name, ID, password and authority.

If you select an existing user in user list, you can see its
authority in function list.

You can add authority by checking this button (|7). You can
dissolve authority by dissolution of check on button (I").

System administrator is omnipotent in all authorities and not

dissolvable.

Administrator can have all authorities of CMS except setup and

preset.

User has authority for live mode.
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If you click 'add' button, a ne w user will be added.

a Del|ﬂ5ave|a .ﬁ.dd|

4 User information change

You click a user to change its information in the list.

-8 Superuser

& =admin
—-88 Administrator

S admin_1
-8 User

& quest

You change its information and functions.

Function list

v Shut down program

<]

Minimize program

<]

Connection

<]

Disconnection

<]

Server list

<]

E-Map authority

< 7

- Search
User narme fadmin_1

<]

Screen capture

User ID IF'.I:Imin_l

<]

Twao-way audio

User password .

<1 71

Event search

Confirm passwaord I****

<]

Display time

<]

Live monitor

User autharity I.ﬁ.dministratn:nr j

If you click 'save' button, user information will be changed.

a Del|ﬂ5ave|a .ﬁ.dd|
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4 Delete user

You click a user to delete in the list.

-8 Superuser

& =admin
—-88 Administrator

3 Admin_1
-8 User

& quest

If you click 'delete’ button, the user will be deleted.

a Dellﬂ Savel& .ﬁ.ddl

4) Event setup

. ki) Event . .
If you click __J ‘event setup' button, event setup window will run.

It indicates 'event setup’ on top of screen.

Event setup

~Event process

‘b Motion _f_‘"._r Sensor/alarm | @ Intrusion/Stealth |'% External device

[V Use event process |~ Record

v Popup(sec) 5 —_,— 60 | 10 I” Full screen

[™ wave(sec) 5 _'— 180| 10
l

-Log/Event setup

v On program shut down v On set-up v On event search
V¥ On program start v On execute E-Map IV On event save
v on log on/off v oOn search [V Motion event

¥ on connect ¥ on change server list v Sensor event

v on disconnect v On change preset ¥ Intrusion/Stealth
[V On connect autornatically v on audio setup [v Object Counting
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# Motion

# Sensor/Alarm

4 Trespass/stealth

# External Device

% User event process

4 Record

4 Channel popup (sec)

# Full screen

4 Wave (sec)

When program shut down
When program start
When log onfoff

When connect

When disconnect

< %R A

When connect autormatically

If you click * Lctian button, you can select event setup
related motion detection.

If you click .= SensorfAlarm | button, you can select event setup

related sensor and alarm.

If you click _® Trespassistealth | button, you can select event setup

related trespass/stealth detection.
( Only support PC DVR))

If you click iy _External device | button, you can select event setup

related external device.
( Only support PC DVR)

If you check the box (I¥), CMS will accept and process all event detection.
If you check the box (I¥), it will save im age on event detection.

If you check the box (I¥), you can use channel popup.
i
You can select channel popup time by drag of i | = dime

selection bard

If you check the box (I¥), event pop-up will be put in full screen.

If you check the box (I¥), predefined audio will output on event detection.
5 J' 180

You can select output time of audio by drag of
@utput time selection button 6

If you click EI ‘open’ button, you can select audio to output on event
detection.

The selected audio file is indicated in file path.

You can hear the audio be clicking il ‘preview' button.

If you check the box (I¥), it will show event on program shut down.
If you check the box (¥), it will show event on program start.

If you check the box (I¥), it will show event on log -on.

If you check the box (), it will show event on log -off.

If you check the box (I¥), it will show event on disconnection.

If you check the box (), it will show event on automatic connection.
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v when set-up

IV when execute E-Map
¥ when search

¥ when change server
¥ when change preset
¥ when audio setup

ihen event search
when event save
Motion event

Sensor event

EURCURNEU BRI IR

Ohject count event

5) Program information

If you check the box (I¥), it will show event on executing setup.

If you check the box (I¥), it will show event on E -Map run.

If you check the box (I¥), it will show event on executing search.
list If you check the box (I¥), it will show event on change in server list.

If you check the box (I¥), it will show event on changing preset.

If you check the box (I¥), it will show event on audio setup.

If you check the box (I¥), it will show event on event search.
If you check the box (I¥), it will show event on event saving.
If you check the box (I¥), it will show event on motion detection.

If you check the box (I¥), it will show event on sensor activation.

Object invasian event If you check the box (I¥), it will show event on trespass/stealth detection.

If you check the box (I¥), it will show event on object counting detection.

1] Program

If you click

‘program info' button, program information window will run.

It indicates 'program information’ on top of screen.

Program wersion informat

Program information

Program wersion

The others information

Program

ion

3,0,1, 28

1view.dll - 1,0,0,1 - 2010:02:19:11:15: 26 ~
AudiaMgr.dll - 1, 0,0, 1 - 2010:02:19:11:11:48

avcodec-52.dIl - - 2010:01:29:11:06:16

avformat-5sz.dll - - 2010:01:29:11:06:16

avutil-49.dIl - - 2010:01:29:11:06:16

bpcftd .dll - 1, 0, 0,1 - Z2010:02:19:11:12:00
Bpviewer.exe - 1, 0, 0,4 - 2010:02:19;11;15:1=2
Cofst4.dll -1, 0, 0,1 -2010:02:19:11:12:06
CCrypt.dll-1,0,0,1 - 2010:02:19:11:12:10
CCSSetupdll -1, 0,0,1 - 2010:02:19:11:13: 36
CDFSTa .dll - 2, 212, 4, 304 - 2010:02:19:11:12:22
COSSetup.dll -1, 0,0, 1 - 2010:02:19:11:15:22
Cmswviewer.exe - 1,0, 0,1 - 2010:03:02:09:04: 06
Common.dll - 1,0, 0,1 - 2010:02:19:11:10:54
CElogon.dll - 1, 0,0,1 - 2010:02:19:11:14:44
DataExtdll -1, 0,0, 1 - 2010:02:19:11:14:48
DataMgr.dll - 1,0, 0,1 - 2010:02:19:11:12:25
DataMagrZ.dll -1, 0,0, 1 - 2010:02:19:11:12:32 e

o,0,0,6 It indicates version information of CMS.
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TUewdl 10,0 1 20070505 1610605 - It indicates detailed information C MS files.

AudioMgr.dll -1, 0,0, 1 - 2007:03:03:16:04:42

bpcftd.dil - 2, 212, 4, 305 - 2007:02:14:18:46: 34

Cap3Dk.dll-1,0,0, 2 - 2007:03:03:16:05:02

Cefstddll -1, 0,0,1 - 2007:02:15:15:24:54

CCryptdll - 1,0,0,1 - 2007:02:15:15:23:22

CCssetupdll -1,0,0,1 - 2007:02:15:15:23:28

CDFsTa . dll - 2, 212, 4, 303 - 2007:03:03:16:04: 18

CDSSetup.dll -1, 0,0, 1 - 2007:0%:03:16:04:58

Camrmon.dll -1,0,0,1-2007:03:03:16:04:26

CSLlogon.dll -1, 0,0, 1 - 2007:03:03:16:05:06

DatamMgr.dil - 1,0, 0,1 - 2007:03:03:16:05:08

Elviewer.exe - 1,0, 0, 1 - Z2007:03:02:15:00:56

Email.dll -1, 0,0,1 - 2007:03:03:16:04:46

eMap.dll -1,0,0,1 - 2007:03:03:16:05:20

gdiplus.dll - 5,1,3102.1360 (xpsp2.040109-1800) - 2004:05:04:11:53:40
HotkeyC_Eng.chm - - Z007:01:16:14:17:40

HotkeyC Koar.chm - - Z007:01:16:14:17:40 LI

1.14.2 Remote setup

i
If you click the 'setup’ button, setup window will run.

Without any server connected, CMS setup window will run.

If you click W 'OKO button aft er®Remoteselection yematd deleckon'magd secondly

selecting server to setup by clicking I:I' 'server selection’, remote setup window will run.

It is possible to set system. Camera, recording schedule, video event, sensor, alarm, storage device, network, user
and email in remote setup and initial screen is system setup.

Only system administrator (admin) can run setup.

1.15 Search

If you click @ 'search’ button, remote search will run.

E;:] Selecting window for Setup

2 Local selection

® Remote selection

server b

You can select search in CMS system or searchn server by clicking

@ Local selection

@® Remote selection 'remote search selection'.

If you click 'remote selection' button, you can select the currently connected server.
If you click ®©K button, search window will run.

If you click 'Cancel' button, you can stop searching.
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1.16 CMS Viewer

Network recorded data from CMS can be played with CMS Viewer program.

[#01] 2010-04-02

12 13 14 15 16
19 20 21 22 23
26 27 28 29 30

00 01 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 17 18 19 20

Using this button user can load network recorded data. PCDVR or Standalone

DVR products can be selectable one at a time to check network recorded data,
however, Network Solution products can be selectable up to 16 at a time to
check network recorded data. If user succeeds to load a file, recorded date for

backup data will be marked at calendar like below.

< 2009/01 » ﬂ This color indicates the date the backup data exists.
Sun Mon Tue WedThu Fri Sat This color indicates the user selecting date.
1= 2 If user selects the colored date on calendar, recorded camera numbers
5 6 7 8"

12 13 14 15 16 17 will be marked like below.

19 20 21 22 23
26 27 28 29 30

If user selects one of camera numbers, the beginning of recorded image will be shown at the main screen, and the
recorded time range will be marked at playback selection zone like below.
00 01 02 O3 04 05 06 O7 08 09 10 11 17 13 14 15 16 17 18 19 20 21 2

2009-01-09 L

35
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User can select a specific time to search at playback selection zone.

(&

The button to save image.

If you click button, current playback image is captured and still image window runs.

The button to save in AVI
It can save current video as a motion video file.
Usage: 1. Play video where user want to save from as AVI and click save AVI button.
2. User should play video until it reach the end of video where user want to save as
AVI.
3. Even though user increases play speed, AVI file is saved normally.
4. If user click stop button, saving to AVI process will be done.
The button to add print.

If you click button, add a current screen to the print list and run printing window..

The button to view print.

If you click button, printing window runs.

Enlarge or reduce images partly.
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1.17 Audio communication

If you click E ‘audio communication' button, audio communication window will run.

EI:I Audio connection window E’

Setup for audio channel

Server list

Device list

Yolurne control

Speaker [
Mic. [
Zalling ] [ Hang up
Server List : You can select a server to try audio communication by clicking 'server selection'.
Machine List : You can select a device of the selected server to try audio communication by clicking

|_ '| '‘audio communication device seledion' after server selection.

Speaker / Mic : You can adjust volume in audio communication by dragging button.

ok " . If you click button, it will try audio communication to the device of the selected server.
dke 4 .d

. If you click button, it will terminate audio communication.

Hang up

1.18 EMap

If you click @ '‘E-Map run' button, E-Map window will run.

Further details are expected to refer to E-map part of this manual.
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Part 2 . E-Map
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1. E-Map

If you click @ d&Run E-Mapdbutton, E-Map window will run.

It is possible to indicate location of camera on the actual map and to detect events

BB E Qe @ Q

n [ admin - #04 ]

admin - #01 ]

= ¢04 ]

)t oe #01 ]

f 1 07 9 _7\.|:_:- -[._Ij”— :4]
| Q) ‘l’ = | ’ C{} | V[ admin - #0

1.1 Time check
06:47:40 P It indicates current date, time and da y of system where CMS is installed.

LA0n

1.2 Map management
® Map Information
- ﬁ’ Home
|

& rpart

@[ Q| Q| %= |
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Map Information It indicates all maps registered in CMS.

= ﬁ Home

[ Jriap 4

ﬁ Apart

1)[':.'5} |()Gr'obuttpn

Activated after selection of Map Information or group icon.

If you click button, group window will run.

Group

Title

Home |

[ Save H Cancel l

If you select a group name and click 'save’ button’, a group is generated.

If you click on ‘cancel’ button or ‘exit' button, generating group is cancelled a nd group
window will close.

2) | @ | '‘Add Map' button.

Activated after selecting Map Information or group icon.

If you click on button, map window will run.

Map
Title
|Map |
File
|C:\Program FileshCrns\Maps\Map.jpg | @
[ Save H Cancel ]

If you name the map and click on 'save' after calling image file of map by clicking on G

‘call’ button, a map is added.

If you click on ‘cancel' button or ‘exit’ button, map addition is cancelled and map

window will close.
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3) | @ | '‘Delete group/map’ button.

If you click on button after selecting map (:_.) or group (fﬂ) icon, map or group will be deleted.

e
4) | X+ | 'Edit group/map' button.

If you click on button after selecting a map (:_.), map window will run which can change the selected
map.
If you click on button after selecting a group (fﬂ), group window will run which can change the

selected group.

1.2.1 M ap addition

Click on Map Information

@] e [Q] &

If you click 'map addition’, map window will run.
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If you click 'open file' in map window, open window will run.

Map
Title
|Map 1 |
File
[ |
l Save ” Cancel ]

If you click on 'open' after selecting a map file, the path of selected map will be disp layed.

[ 2 x|
Openjn:llﬁMaDS j o] £k E-

"% 11742596056 jpg = 1174297429, ]pg

) 1174296104, JPG T Mapllipg

T 1174296357 ipa TRIGELE

% 1174296427 jpg T Mapd.jpg

R 1174296453 jpg ®) Map.jpg

) 1174296475, jpg

File name: IMapS,jpg Save I
Open as type: |Image File (jpg. png. bmp) i Cancel |

[~ Read Only

If you click on 'save' after input of name, a map is added.

Map
Title
|Map 1 |
File
|C:\F‘rogram Files\Cms\MapsiMap3.jpg | E
[ Save H Cancel I
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1.2.2 M ap deletion

1) Click a map to delete

& Map Infarmation

- ﬁ' Home
B

B oot

2) Map will be deleted if you click ‘group/map deletion’ button.
& Map Infarmation
- ﬁ' Home
B

B oot

1.3 S election of server
The following is the server selection window in E-Map in CMS.

Server can select on itself regardless of CMS connection.

- Alarm

Extern device
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It indicates servers list currently connected to CMS.
If you select edit mode after selecting a map, you can edit the map by drag

& drop where indicates information of cameras, sensors and alarms.

F Alarm . -
Evtern device ﬂ : lcon when camera is not applied in the map
: Icon when camera is applied in the map

. lcon when sensor not applied in the map

. lcon when sensor is applied in the map

: lcon when alarm is not applied in the map

: lcon when alarm is applied in the map

| (D ‘Close’ button.
L~ | If you click on this button, E -map will close.

I 'Minimize' button.

E==_0  Ifyou click on this button, E -Map will minimize.

I '‘Setup’ button.
1@ %0, _ _ _ _
If you click on this button, setup window will run.

admin - #04
admin - #01

On event detection, log will be

admin - #04
admin - #04
admin - #01

]
% displayed.
]
]
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1.5 Setup

If you click on this m button, setup window will run .

Setup

Motion detection
Trespass,/Stealth
Object counting

Sensar

Alarm

Event Type

[——————— 10Sec

—| Map displaying time I—

— F————  3o0sec

—| Event displaying time I—

[ Save H Cancel

l

Motion detection
Trespass/Stealth
Ohject counting

Sensor
alarm

Map displaying time

I
I

105ec

Event displaying time

li

L

a005ec

If button is checked (), it indicates motion detection.
If button is checked (), it indicates trespass/stealth detection.
If button is checked (), it indicates object counting detection.
If button is checked (), it indicates sensor activation.

If button is checked (), it indicates alarm activation.

It select time to indicate map where event is detected

It selects time to have the detected event indicated on map.

If you click 'save' button, the current setting will be

saved.

If you click ‘cancel' button, setting will not be saved

and the setup window will close.
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1.6 Map setup

- Map Information

You can set by selection of map (

in the 'edit' mode

1
RS EE] Q| e Q[

It indicates a mini-map.

Location of cameras, sensors and alarms are indicated in a
decreased map.
Mouse click can move the location in the map.

If you click | ‘minimize’ button, mini-map will get disappear while

vice-versa if you click =l ‘enlarge’ button.

‘Lock map' button.

If a map is locked, oth er map shall not have the map pop up with

event detection within so that the map is kept locked.
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| t 'Edit map' button.

In the 'edit' mode, the border of map is in light green color.
You can add and locate icons of camera, alarm and sensor

respectively.

Preview button.

©

If you click, this may expose a mini map or not.

'Full screen' button.

B

If you click, you can watch the map at full screen.

Increase/decrease. Button

|. a ‘— = +

If you click, you can increase and decrease the map.

Original size button

o @

If you click, the size of map will restore the original.

1.6.1 Map setup
1) Click the map to set

& Map Infarmation
- ﬁ Home
1

B oot

@0 O |

2) Click on 'edit map' button
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3) Drag the camera, sensor and alarm of the server to set on map

| :/
‘ L V4

=8 admin
E-#9 Camera ~ "

e

Camera #01 is dragged to veranda.

4) Camera icon will appear if set properly.

qJ

: Map icon located in map.

D

: Alarm icon located in map.

[is]

: Sensor icon located in map.

: External Device icon located in map.

63



5) Same way to setup sensor and alarm.

-

6)l f you click 6modify map' button after completion of

7) If you click 'yes', the map of currently setup will be saved.

1.7 Map menu
In case camera, sensor and alarm have been set in map, menu selection by click right button of mouse would be

possible.

Properties

Event Stop
Display image

Device icon Setting

Delete

5

64



1) Properties
If you click on button, registration info window will run.

Froperties

Mame |admin |

Address  [211.104.176.197 |

Channel

Comment |#Dl |

Close

Registration info window includes server name, IP address, channel (hame of camera, sensor and alarm) and

help. If you click ‘close button', this window will close.

2) Event Stop
If you click on button while event is being made, event is not detected.

3) Display Image
If you click button, single channel search of camera related to the icon window will run. Three at maximum

can be activated simultaneously.
(* A button will come up when single channel search window is minimized, and will be restored with another

click.)
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